
Figure 9-24
CONDUCTOR AND CONDUIT SCHEDULE
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Ø 6P  4         2           2 2 2

Ø 4P  4         2  2          2         2

Ø 2P  2         2         2          2          22

Ø 5   3         3          3  3         3  3         3          36

Ø 6   3         3          36 3

Ø 8   3         3          3

Ø 2PPB 1   1         1  1         1

Ø 4PPB 1   1         1

Ø 6PPB  1          1         1

Ø 8PPB    2         1          1          1                   1          1          1         1         1

PPB Common    2         1          1          1                   1          1          1         1         1

P.E.C. 3

Spares    6         3          3          3                    3         3          3         3

Total # 14   51        21       19       13                   13       19        21       25        35

Intern. Illuminated Street Name Sign                                  2          2          2         2         2

Luminaires 2                               2          2          2         2         2

Signal Common   2          1         1          1                    1         1          1         1         1

Signal Service 2

Ø 1 Detectors 1  1         1          1         1         1

Ø 2 Detectors 4   4         4

Ø 4 Detectors 22

Ø 5 Detectors 1 1

Ø 6 Detectors   4         4          4         4

2   2          2         2         2Ø 8 Detectors

TOTAL DLC   14         6          4         4                    1         3          3          7         8

CONDUIT SIZE 2-78C     78C        63C       53C        78C 53C        63C       63C       78C       78C


